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USES CASTING #C-483 RD5300; 3 SPOOL MONO-BLOCK VALVE

ITEM QTY PART NO. DESCRIPTION
1 1 - 3 SPOOL VALVE BODY
2 1 SEE NOTE 1 FIRST SPOOL
3 : SEE NOTE 1 SECOND SPOOL These are matched parts and are not sold seperately.
4 1 SEE NOTE 1 THIRD SPOOL
5 6 670500010 SPOOL SEAL BACK-UP
6 6 240000213 213 0—-RING
7 1 240000116 116 O—RING
g } 318888812 812 g/iCR}T,\IéJP SEAL KIT (INCL. QTHERS); (STD. BUNA-N) P/N 660553001
10 1 240000916 916 0-RING (OPT. VITON) ~ P/N 660553003
" 3 240000908 908 0-RING

12 3 670100001 LOAD CHECK POPPET( LOAD CHECK KIT; (W/STD. BUNA—N) P/N 660150015
13 3 670300007 LOAD CHECK SPRING (w/OPT. VITON)  P/N 660150057
14 3 671600001 LOAD CHECK PLUG (3 KITS REQUIRED PER VALVE)

NOTES:

1. SEE SPOOL IDENTIFICATION CHART ON PAGE 7.
2. VALVES WITH 3-WAY SPOOLS INSTALLED WILL HAVE THE ‘A’, “C’, AND/OR ‘E" WORK PORT PLUGGED.
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